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24-hour CLAAS Service & Parts. Discover how you can 
increase your machine reliability and minimise your risk 
of breakdowns with CLAAS ORIGINAL parts and  
MAXI CARE services.

Good accessibility.

Daily maintenance work should be as straightforward as 
possible – because we know from experience that nobody 
enjoys doing things that are complicated or inconvenient.  
With the ARION 600 C, you can access all the relevant areas 
in no time at all. Engine, air filter, radiator and cab filter are 
easy to reach. What's more, the ARION 600 C can be 
refuelled just like a passenger car, and the tank holds a 
generous 280 litres of fuel.

All set for speedy maintenance.

Regular maintenance saves costs.
 − The bonnet can be opened in a few simple steps, 
giving you easy access to all maintenance points

 − Tool-free daily maintenance: perform simple 
maintenance tasks effortlessly yourself

 − Engine oil change every 500 hours, transmission  
and hydraulic oil change every 1,500 hours: long 
maintenance intervals allow you greater operational 
flexibility

 − PowerCore air filter with coarse dirt particle extraction: 
save valuable maintenance time during filter cleaning

Maintenance | CLAAS Service & Parts

It's easy to check the transmission oil level at the rear.

The radiator can be quickly tilted to one side for cleaning. The generously sized air filter is designed for a long service life.

service.claas.com





●  standard      ○  optional      □  available      –  not available ●  standard      ○  optional      □  available      –  not available

CLAAS continually develops its products to meet customer requirements. This means that all products are subject to change without notice. All descriptions and specifications in this brochure should be 
considered approximate and may include optional equipment that is not part of the standard specifications. This brochure is designed for worldwide use. Please refer to your nearest CLAAS dealer and 
their price list for local specification details. Some protective panels may have been removed for photographic purposes in order to present the function clearly. To avoid any risk of danger, never remove 
these protective panels yourself. In this respect, please refer to the relevant instructions in the operator's manual.
All technical specifications relating to engines are based on the European emission regulation standards: Stage. Any reference to the Tier standards in this document is intended solely for information 
purposes and ease of understanding. It does not imply approval for regions in which emissions are regulated by Tier.

ARION 640 C 630 C 620 C

Four-wheel drive front axle
Electrohydraulic operation ● ● ●
Wet multi-disc clutch ● ● ●
Automatic 4-wheel drive ● ● ●
Max. steering angle degrees 55 55 55
Castor angle degrees 6 6 6
Angle of oscillation degrees 10 10 10
Turning radius m 4.85 4.85 4.85
Track mm 1950 1950 1950

With tyres 14.9 R 28 14.9 R 28 14.9 R 28
Pivoting mudguards ○ ○ ○

Hydraulics
Open hydraulic circuit I – ● ●

Flow at rated speed l/min – 60 60
Max. operating pressure bar – 200 200

Open hydraulic circuit II ● ○ ○
Flow at rated speed l/min 98 98 98
Max. operating pressure bar 200 200 200

Number of spool valves (min./max.) 2 / 3 2 / 3 2 / 3
Flow control via the spool valve ● ● ●

Front linkage
Max. lifting power t 3.80 3.80 3.80
Front PTO 1000 rpm ○ ○ ○

Rear linkage 
Max. lifting capacity at ball ends kg 6900 6900 6500
Continuous lifting power at ball ends kg 4200 4200 4100
Vibration damping ● ● ●
Hydraulic trailer brakes ○ ○ ○
Air brakes ○ ○ ○
Trailer socket ● ● ●
25 amp socket ● ● ●

Cab
Unsprung ● ● ●
4-point suspension ○ ○ ○
Air conditioning ● ● ●
Cooler compartment ○ ○ ○

ARION 640 C 630 C 620 C

Engine
Manufacturer DPS DPS DPS
Number of cylinders / intake 6/TI 6/TI 6/TI
Cubic capacity cm3 6788 6788 6788
Nominal engine speed rpm 2200 2200 2200
Output at nominal engine speed (97/68/EC1) kW 116 113 103
Output at nominal engine speed (ECE R 1202) kW/hp 114/155 107/145 99/135
Max. output (ECE R 1202) kW/hp 121/165 114/155 103/140
Output at nominal engine speed (ECE R 24) kW/hp 110/150 103/140 96/130
Max. output (ECE R 24) kW/hp 118/160 110/150 99/135
Max. output at engine speed rpm 2000 2000 2000
Constant output rpm 400 400 500
Engine speed at max. torque rpm 1500 1500 1500
Max. torque (ECE R 1202) Nm 667 633 580
Electronically controlled injection pump ● ● ●
Air filter dust aspiration ● ● ●
Fuel tank capacity l 280 280 280
Oil-change interval h 500 500 500

Transmission
Ratios F/R 16/16 16/16 16/16
Min. speed km/h 1.8 1.8 1.8
Min. speed with creep gear m/h 460 460 460
Max. speed km/h 40 40 40
REVERSHIFT clutchless reverser ● ● ●
Powershift speeds 4 4 4
Electronically controlled ranges 4 4 4
Oil-change interval h 1000 1000 1000

Rear axle
Electrohydraulically activated differential locks ● ● ●
Automatic differential lock ● ● ●
Max. rear tyres 650/65 R 38 650/65 R 38 650/65 R 38

PTO
Wet multi-disc clutch ● ● ●
Stop button for rear PTO on both mudguards ● ● ●
540/1000 ● ● ●
540/540 ECO/1000/1000 ECO ○ ○ ○
Changeable PTO stub ● ● ●
Number of splines 6/8/21 6/8/21 6/8/21

1 Performance data fit criteria for admissibility. Performance as per 97/68/EC is identical to 2000/25/EC.
2 Meets ISO TR 14396.
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Take a look at the video  
about excellent work.

tractor.claas.com




